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Chequer Plate Direct supplies high-quality, cut-to-size aluminium chequer plate made from 
grade 5754 aluminium alloy. This material offers excellent corrosion resistance, durability, 
and a non-slip surface—with an industry-standard R10 slip resistance rating—making it ideal 
for various applications. 

Maintenance 

Aluminium chequer plate is relatively low maintenance, but the following care will ensure its 
longevity and appearance: 

Cleaning: 

1. Regular Cleaning: Clean the surface regularly with a mild detergent solution and 
water. Use a soft-bristled brush or cloth to remove dirt and debris. 

2. Stubborn Stains: For more difficult stains, a slightly stronger detergent or a 
specialised aluminium cleaner can be used. Always test any cleaning product on a 
small, inconspicuous area first. 

3. Powder-Coated Surfaces: If your chequer plate is powder-coated, avoid abrasive 
cleaners or scrubbing pads that could damage the finish. Use a soft cloth and a mild 
detergent solution. 

4. Avoid Harsh Chemicals: Do not use harsh chemicals like bleach or strong acids, as 
these can damage the aluminium. 

5. Rinse Thoroughly: After cleaning, rinse the surface thoroughly with clean water to 
remove any detergent residue. 

6. Drainage: If installed in a way where water can collect (e.g., in a recessed frame), 
ensure proper drainage is provided to prevent water damage or staining. 

Inspection: 

• Regularly inspect the chequer plate for any signs of damage, such as dents, 
scratches, or loose fixings. 

• Address any issues promptly to prevent further damage or potential safety 
hazards. 

Applications 

Our 5754 aluminium chequer plate is commonly used for: 

• Flooring: Provides a safe, slip-resistant surface in industrial, commercial, and 
residential settings. 

• Stairs and Ramps: Enhances safety and traction on inclines. 

• Wall Cladding and Door Protection: Offers a durable and aesthetically pleasing 
finish, protecting surfaces from damage. 
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• Vehicle Modifications: Ideal for truck beds, trailers, and other vehicle applications 
due to its strength and lightweight nature. 

• Kick Plates and Corner Guards: Protects doors and walls in high-traffic areas. 

• Decorative Features: Adds a modern, industrial look to furniture, countertops, and 
other design elements. 

• Industrial Equipment: Suitable for loading ramps, dock plates, and other equipment 
requiring a robust, non-slip surface. 

• Rooftop Walkways and Catwalks: Provides a secure walking surface in outdoor 
environments. 

• Food Industry: Easy to clean surface and corrosion-resistant properties. 

• Door Thresholds: Provides a durable and weather-resistant surface. 

Product Specifications (Alloy 5754) 

• Excellent corrosion resistance: Especially to seawater and industrial pollutants. 

• Melting Point: 600°C 

• Chemical Composition: 

o Magnesium (Mg): 2.60 - 3.60% 

o Manganese + Chromium (Mn + Cr): 0.10 - 0.60% 

o Manganese (Mn): 0.0 - 0.50% 

o Silicon (Si): 0.0 - 0.40% 

o Iron (Fe): 0.0 - 0.40% 

o Chromium (Cr): 0.0 - 0.30% 

o Zinc (Zn): 0.0 - 0.20% 

o Titanium (Ti): 0.0 - 0.15% 

o Copper (Cu): 0.0 - 0.10% 

o Other (Each): 0.0 - 0.05% 

o Aluminium (Al): Balance 

• Available Thicknesses: 1.5mm, 2mm, 3mm, 4.5mm, 6mm, 8mm, 9.5mm 

• Sheet Sizes: Available in standard sizes (2000 x 1000, 2500 x 1250, 3000 x 1500, 
4000 x 2000) or cut to your specified dimensions. 

• Also known as: A95754, Al Mg3, Al 3.1Mg Mn Cr, AW-5754 
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